A WARNING

SuperLift Girder Clamps

TO AVOID SEVERE PERSONAL INJURY OR DEATH:

NEVER
NEVER
NEVER
NEVER
NEVER
NEVER

ALWAYS
ALWAYS
ALWAYS
ALWAYS
ALWAYS
ALWAYS

HOIST LOADS OVER OR NEAR PEOPLE.

WORK UNDER OR NEAR HOISTED LOADS.

EXCEED WORKING LOAD LIMIT.

WELD MATERIAL BEING LIFTED BY CLAMP (WHILST CLAMP IS ATTACHED).
SUBJECT CLAMP TO TEMPERATURES GREATER THAN 200 DEGREES CELSIUS.
SUBJECT CLAMP TO SIDE LOADS.

PUT SAFETY FIRST READ SAFETY PRECAUTIONS.

DETERMINE LOAD (TONNES) PRIOR TO LIFTING.

USE THE RIGHT CAPACITY CLAMP FOR THE LOAD.

LIFT AT CENTRE OF GRAVITY.

MAKE SURE BEAM IS FULLY INSERTED INTO CLAMP PRIOR TO LIFTING.
OPERATE, INSPECT AND MAINTAIN THIS EQUIPMENT IN

ACCORDANCE WITH ALL RELEVANT SAFETY STANDARDS.

MAKE THE FOLLOWING CHECKS PERIODICALLY TO ENSURE SAFE
USE (IDEALLY PER WEEK)

CHECK MAIN FRAME ASSEMBLY AND PARTS FOR DEFORMATION.
DISCARD IF THERE IS ANY DISTINCT DEFORMITIES IN THE MAIN FRAME. THIS

ALWAYS

WILL OCCUR IF THE PRODUCT IS OVERLOADED OR USED INCORRECTLY.
REPLACE ALL WORN OR DAMAGED PARTS.
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